
Coming Soon: High Throughput

Information Marking System

Lambda768! This advanced

automated laser marker labels up

to eight ANSI/SLAS format racks

of sample storage tubes,

engraving text, logos, and batch

IDs directly onto the surface.

Compatible with 96-, 48-, and 24-

well formats, it delivers high-

resolution markings and

integrates 2D codes for enhanced

accuracy and efficiency in modern

laboratories.

High Throughput
Information Marking
System Lambda768
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Insuridge
Portable

The Insuridge Portable ensures

reliable temperature control for

sensitive samples during

transport. Available in two

variations, it maintains

temperatures of -10 to 0°C for

cold storage and -2 to 8°C for

refrigerated samples, lasting up

to 72 hours without wall power.

With real-time monitoring and

alerts, it provides peace of

mind for secure sample

management in laboratories

and fieldwork.

Reliable Storage Solutions!

These tubes feature triple start

threads for optimal sealing and

are available in internal,

external, and hybrid thread

designs, withstanding -80°C to

+110°C. Made in a Class 7

clean room, they are

RNase/DNase and pyrogen-

free, with pre-racked or pre-

capped options and sterilization

via gamma irradiation or

ethylene oxide.

1.40 mL Tubes
Internal, External, External Hybrid thread


